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Fluide

	Chargé(35)
	Chimique(45)
	Clair(25)
	Colmatant(17)
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		LATTYflon Uniseal



	Universal continuous self-adhesive flat gasket PTFE material for static seal applications



100% pure PTFE extruded gasket with micro-fibrous structure. Self-adhesive. Resistant to chemicals.   100% PTFE expanded adhesive tape. Applications for flanges with fragile, new or corroded surfaces.

Type de fluides : Tous types de fluide
Matériel : Brides, canalisations, réservoirs, corps de pompes et compresseurs, carters, aérateurs, sécheurs, cuves de réacteurs (même en verre). Surfaces émaillées, en verre, plastique ou céramique.


		
		

	Demander un devis
	

	

	Ce produit est déjà dans la liste de demande de devis.

	Aller au panier









	
	
		UGS : 2600

	
	Catégories : Etanchéité statique, Static seal
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						Paramètres
Pression : 0 to 200 bar
Température : -240 to 290 °C
pH : 0 - 14
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FDA, BAM, EC 1935-2004
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						All industries.


					

				
	
				


Documentations
Telecharger les documents au format PDF
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							Description						

						
						
							
100% pure PTFE extruded gasket with micro-fibrous structure. Self-adhesive. Resistant to chemicals.   100% PTFE expanded adhesive tape. Applications for flanges with fragile, new or corroded surfaces.

	
						

	
					

	
									
					
					
						
							
							Informations complémentaires						

						
						
							
	TEXTE COMPOSITION	PTFE


	TEXTE TYPE DE FLUIDE	Tous types de fluide


	TEXTE MATERIEL	Brides, canalisations, réservoirs, corps de pompes et compresseurs, carters, aérateurs, sécheurs, cuves de réacteurs (même en verre). Surfaces émaillées, en verre, plastique ou céramique.


	FILTRE TEMPERATURE	-210 à +650 °C


	FILTRE PRESSION	> 100 à 200 bar


	FILTRE COMPOSITION	PTFE


	FILTRE TYPE DE FLUIDE	Chimique, Neutre


	FILTRE MATERIEL	Brides


	FILTRE HOMOLOGATIONS	FDA, Service Oxygène




	
						

	
					

	
							

		

	
		

	

		Autres produits
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		LATTYflon Multiseal


			
		Universal continuous self-adhesive flat gasket PTFE material for static seal applications

	

	

	


	





	





		
									

							

						

					

				


				
			

		
		
	



	

		
					
 

Legal / Imprint | Terms of sales


LATTY International S.A.


Siège social : 57 bis rue de Versailles - 91400 ORSAY, FRANCE 

Site de Production : 1 rue Xavier Latty - 28160 BROU, FRANCE - Tél : +33 (0) 2 37 44 77 77


Création : Agence cj.com.fr
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